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CORRIGENDUM-I 
BID IDENTIFICATION NO: AEGCL/MD/ Tech-1193/Deposit/Bilasipara Bay/2025/BID 

 
Turnkey Construction of a132kV Railway Traction Bay at 132kV Bilasipara GSS, AEGCL including Supply of 

Bay Equipment and line bay materials and associated works etc 
1. Following amendments are made to the bidding document: 

 
SN Ref No. Existing Clause Amended Clause 
1 BID VOLUME-I: 

Clause 2.4.2: 
Specific Experience 
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2. The following data are added in the BID Volume 2, Clause Number 5.13.0 TECHNICAL DATA 
SHEET FOR CURRENT AND POTENTIAL TRANSFORMERS under Sub Clause 
number 5.13.2 TYPE AND RATING. 
 
POTENTIAL TRANSFORMER (Metering) 

SN Particulars 132kV PT (metering) 

 
 

II IV 

  Single phase, 
  50Hz,oilfilled, 
  self-cooled, 
1 Type Hermetically sealed, outdoor, Porcelain 

type. 
   
   
   
   
2 Nominal system 

voltage. 
132kV 

3 Highest 
system 
voltage. 

145kV. 

4 Frequency. 50Hz+5% 

5 System earthing. Effectively, Solidly earthed 

6 Number of phases. 3[single phase] 

7 
 
 

Number of secondary windings. 
Purpose of windings. 

2[two] 
metering. 

8 Rated primary 132/1.732kV 
 Voltage.  

 Rated secondary  
9 Voltage. Winding-I & II-110/1.732V (Metering) 

   
   
   10 Ratio 132kV/1.732: 

110V/1.732 
110V/1.732   

   

11 Rated Burden Winding I(M)-100VA, Winding-II(P)-100VA 
    

   

12 Accuracy 
class 

0.2/0.2 
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13 Rated voltage factor at rated frequency. 1.2 Continuous. 
1.5 for 30second. 

14 

Temperature rise at 1.2 times the rated 
primary voltage rated frequency 
& rated 
burdens. 

As per IEC- 186. 

15 

Temperature rise at 1.5 times the rated 
primary voltage for 30 seconds, rated 
frequency 
& rated burden. 

As per IEC- 186. 

16 
One-minute power frequency dry/wet 
withstands 
test voltage for primary winding. 

275kV[rms] 

18 
1.2/50 micro second impulse withstand 
test voltage for primary 
winding 

650kV[peak] 

19 
(i) 
(ii) 
 

One-minute power frequency withstands 
test voltage for Secondary winding 
Between LV(HF) 
terminal & earth terminal 
 

3kV[rmsj 
 
 

 
20 Class of insulation. B 

21 

Material of the  
conductor of  
primary and 
secondary 
Windings. 

Copper. 

22 Fault level 40 kA [rms] for 3 second. 

23 Minimum creepage distance. 4495mm 

24 Quality of oil. EHV Grade As  
per IS-335. 

25 

Radio interference voltage at 1.1 times 
Maximum rated voltage at 
1.0 MHZ. 

500 micro  
volts. 

26 Partial discharge level. Less than 10 piccocoulombs. 

27 

Seismic  
acceleration  
Horizontal —  
Vertical — 

0.5g.  
0.6g. 
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28 

Accuracy class of standard V.T. to be used 
during testing  towards determination of ratio 
errors and phase angle errors for metering  
windings 

0.05 or better. 

29. Capacitance (Pf) - 

 
3. Time for bid submission end date and of tender opening date against BID IDENTIFICATION NO: AEGCL/MD/ 

Tech-1193/Deposit/Bilasipara Bay/2025/BID regarding “Turnkey Construction of a132kV Railway 
Traction Bay at 132kV Bilasipara GSS, AEGCL including Supply of Bay Equipment and line bay 
materials and associated works etc”  is extended as detailed below: 

 
 
 Tender submission end date: 12:00 Hrs of 19.12.2025 
 Techno-commercial bid opening: 14:00 Hrs of 22.12.2025 
  
 
All other terms and condition shall remain same. 
 
Interested parties may visit www.aegcl.co.in and https://assamtenders.gov.in for detail IFB and bid 
document. 
 
        
  
        Sd/- 

Chief General Manager (PP&D) 
Assam Electricity Grid Corporation Ltd 

              Bijulee Bhawan, Paltanbazar, Guwahati – 1 
 
Memo No AEGCL/MD/ Tech-1193/Deposit/Bilasipara Bay/2025/14(a) Dtd : 5.12.2025   
Copy to :  
 

1. The AGM -IT, O/o the MD, AEGCL, for publication in AEGCL’s Website. (Soft copy enclosed) 
2. Ref. file. 
 
 

        Sd/- 
Chief General Manager (PP&D) 

Assam Electricity Grid Corporation Ltd 
 


