
Sl No. Qty Unit Rate (Rs.) Amount (Rs.)

4

121.42 cum

8

0.75 cum

Price Schedule

Name of work: Switchyard Gravelling and PCC at 132kV GSS, AEGCL, Dhaligaon. ( 132KV 

BARNAGAR,IOCL,GOSSAIGAON Bay Area) 

Description of items

1

1517.79 sqm

Removal of existing gravel and stacking the same within 

switchyard area along with site preparation which includes 

levelling and compacting the site, washing the removed gravel and 

re-spreading the same on top of newly constructed PCC & 

disposal of unserviceable materials as directed.

5

151.78

3 Centering and shuttering including strutting, propping etc. and 

removal of formwork for: Foundations, footings, base of columns 

etc, 

96.14

6

342.00 metre

Shifting of materials from bay area to suitable location as  

directed
3.00 Job

2

Providing and filling in position, blown bitumen in expansion 

joints

Total Rs.

GST @ 18%  Rs.

Grand Total Rs.

7

1140.00 each

Supplying additional crushed stone chips of nominal size 20mm 

by manual spreading on top of the PCC base after re spreading of 

the existing available gravel to obtain a total thickness of 100 mm 

gravel spread.

Supplying, assembling, lowering and fixing in vertical position in 

bore well unplasticized PVC medium well screen (RMS) pipes 

with ribs, conforming to IS: 12818, including hire & labour 

charges, fittings & accessories etc. all complete, for all depths, as 

per direction of Engineer-in-charge. 100 mm nominal dia size

Providing and fixing PTMT grating of approved quality and 

colour. 100 mm nominal dia

cum

Providing and laying in position cement concrete of specified 

grade excluding the cost of centering and shuttering - All work up 

to plinth level : 1:3:6 (1 Cement : 3 coarse sand (zone-III) derived 

from natural sources : 6 graded stone aggregate 20 mm nominal 

size derived from natural sources 80mm thick

sqm




