
Sl. 
No.

Qnty Unit Rate(in Rs.) Amount(in Rs.)

12.58 sqm

7 Centering and shuttering including strutting, propping etc. and removal of form for Lintels, 
beams, plinth beams, girders, bressumers and cantilevers

0.47 sqm

Suspended floors, roofs, landings, balconies and access platform

 Thermo-Mechanically Treated bars of grade Fe-500D or more

4.1.3 1:2:4 (1 cement : 2 coarse sand (zone-III) derived from natural sources : 4 graded stone 
aggregate 20 mm nominal size derived from natural sources)

5 Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in 
foundation and plinth in

4.47 cumCement mortar 1:4 (1 cement : 4 coarse sand)

BOQ-1

Description of Item

3 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.76 cum

2 Dry brick on edge flooring in required pattern with bricks of class designation 7.5 on a bed 
of 12 mm mud mortar, including filling joints with Jamuna sand, with common burnt clay 
non modular bricks. 5.04 sqm

1

6 Steel reinforcement for R.C.C. work including straightening, cutting, bending, placing in 
position and binding all complete upto plinth level.

32.37 Kg

Name of Work: Construction of septic tank for Assam Type-VI  no 01 to 04 at  AEGCL Colony,  Kahilipara.

Name & Address of bidder: 

Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means over 
areas (exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting 
out and disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by 
Engineer-incharge.All kinds of soil

17.39 cum

4.1.5 1:3:6 (1 Cement : 3 coarse sand (zone-III) derived from natural sources : 6 graded 
stone aggregate 20 mm nominal size derived from natural sources)

4 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.17 cum



 18 mm thick

11 Making soak pit 2.5 m diameter 3.0 metre deep with 45 x 45 cm dry brick honey comb shaft 
with bricks and S.W. drain pipe 100 mm diameter, 1.8 m long complete as per standard 
design

1.00 each

10 Providing and fixing in position pre-cast R.C.C. manhole cover and frame of required shape 
and approved quality.Circular shape 450 mm internal diameter

2.00 each

1:1.5:3 (1 cement : 1.5 coarse sand incuding manufactured sand derived from Recycled 
Concrete Aggregate (RCA) upto 20% : 3 graded stone aggregate 20 mm nominal size 
Recycled Concrete Aggregate (RCA) upto 20%

Cement plaster skirting up to 30 cm height, with cement mortar 1:3 (1 cement : 3 coarse 
sand), finished with a floating coat of neat cement.

23.56 sqm

a) In exposed surfaces or in trenches (ii)110 mm dia

13 Supplying fitting & fixing 87.5 degree PVC bend of supreme/panel or other I.S.I 
approved.(i) 110 mm dia…
.. 10.00 each

12 Supplying, fitting and fixing PVC pipes of 6 Kg/cm2 (Supreme/Prince) or other ISI  
approved including joining ,fitting and fixing wiyh clamps etc.as necessary complete  at all 
levels including below G.L as directed and specified. 

36.00 each

9
Reinforced cement concrete work in walls (any thickness), including attached pilasters, 
buttresses, plinth and string courses, fillets, columns, pillars, piers, abutments, posts and 
struts etc. above plinth level up to floor five level, excluding cost of centering, shuttering, 
finishing and reinforcement

0.38 cum

With common burnt clay F.P.S. (non modular) bricks of class designation 7.5

8

Total=

Adding 18% GST=

Grand Total=

Say=



Sl. 
No.

Qnty Unit Rate(in Rs.) Amount(in Rs.)

12.58 sqm

7 Centering and shuttering including strutting, propping etc. and removal of form for Lintels, 
beams, plinth beams, girders, bressumers and cantilevers 0.47 sqm

Suspended floors, roofs, landings, balconies and access platform

6 Steel reinforcement for R.C.C. work including straightening, cutting, bending, placing in 
position and binding all complete upto plinth level.

32.37 Kg Thermo-Mechanically Treated bars of grade Fe-500D or more

5 Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in 
foundation and plinth in

4.47 cumCement mortar 1:4 (1 cement : 4 coarse sand)

4 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.17 cum

4.1.3 1:2:4 (1 cement : 2 coarse sand (zone-III) derived from natural sources : 4 graded stone 
aggregate 20 mm nominal size derived from natural sources)

3 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.76 cum

4.1.5 1:3:6 (1 Cement : 3 coarse sand (zone-III) derived from natural sources : 6 graded stone 
aggregate 20 mm nominal size derived from natural sources)

2 Dry brick on edge flooring in required pattern with bricks of class designation 7.5 on a bed of 
12 mm mud mortar, including filling joints with Jamuna sand, with common burnt clay non 
modular bricks. 5.04 sqm

BOQ-2

Name of Work: Construction of septic tank for Assam Type-VI  no 05 to 08 at AEGCL Colony,  Kahilipara.

Name & Address of bidder: 

Description of Item

1 Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means over 
areas (exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting 
out and disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by 
Engineer-incharge.All kinds of soil 17.39 cum



 18 mm thick

Total=

Adding 18% GST=

Grand Total=

Say=

13 Supplying fitting & fixing 87.5 degree PVC bend of supreme/panel or other I.S.I approved.(i) 
110 mm dia…
.. 10.00 each

12 Supplying, fitting and fixing PVC pipes of 6 Kg/cm2 (Supreme/Prince) or other ISI  
approved including joining ,fitting and fixing wiyh clamps etc.as necessary complete  at all 
levels including below G.L as directed and specified. 

36.00 eacha) In exposed surfaces or in trenches (ii)110 mm dia

11 Making soak pit 2.5 m diameter 3.0 metre deep with 45 x 45 cm dry brick honey comb shaft 
with bricks and S.W. drain pipe 100 mm diameter, 1.8 m long complete as per standard 
design

1.00 each
With common burnt clay F.P.S. (non modular) bricks of class designation 7.5

10 Providing and fixing in position pre-cast R.C.C. manhole cover and frame of required shape 
and approved quality.Circular shape 450 mm internal diameter

2.00 each

9 Reinforced cement concrete work in walls (any thickness), including attached pilasters, 
buttresses, plinth and string courses, fillets, columns, pillars, piers, abutments, posts and 
struts etc. above plinth level up to floor five level, excluding cost of centering, shuttering, 
finishing and reinforcement

0.38 cum

1:1.5:3 (1 cement : 1.5 coarse sand incuding manufactured sand derived from Recycled 
Concrete Aggregate (RCA) upto 20% : 3 graded stone aggregate 20 mm nominal size 
Recycled Concrete Aggregate (RCA) upto 20%

8 Cement plaster skirting up to 30 cm height, with cement mortar 1:3 (1 cement : 3 coarse 
sand), finished with a floating coat of neat cement.

23.56 sqm



Sl. 
No. Qnty Unit Rate(in Rs.) Amount(in Rs.)

12.58 sqm

7 Centering and shuttering including strutting, propping etc. and removal of form for Lintels, 
beams, plinth beams, girders, bressumers and cantilevers

0.47 sqm

Suspended floors, roofs, landings, balconies and access platform

6 Steel reinforcement for R.C.C. work including straightening, cutting, bending, placing in position 
and binding all complete upto plinth level.

32.37 Kg
 Thermo-Mechanically Treated bars of grade Fe-500D or more

5 Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in 
foundation and plinth in

4.47 cumCement mortar 1:4 (1 cement : 4 coarse sand)

4 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.17 cum

4.1.3 1:2:4 (1 cement : 2 coarse sand (zone-III) derived from natural sources : 4 graded stone 
aggregate 20 mm nominal size derived from natural sources)

3 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.76 cum

4.1.5 1:3:6 (1 Cement : 3 coarse sand (zone-III) derived from natural sources : 6 graded stone 
aggregate 20 mm nominal size derived from natural sources)

2 Dry brick on edge flooring in required pattern with bricks of class designation 7.5 on a bed of 12 
mm mud mortar, including filling joints with Jamuna sand, with common burnt clay non modular 
bricks. 5.04 sqm

BOQ-3

Name of Work: Construction of septic tank for Assam Type-VI  no 09 to 12 at  AEGCL Colony,  Kahilipara.

Name & Address of bidder: 

Description of Item

1 Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means over areas 
(exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting out and 
disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by Engineer-
incharge.All kinds of soil 17.39 cum



 18 mm thick

Total=

Adding 18% GST=

Grand Total=

Say=

13 Supplying fitting & fixing 87.5 degree PVC bend of supreme/panel or other I.S.I approved.(i) 
110 mm dia…

10.00 each

12 Supplying, fitting and fixing PVC pipes of 6 Kg/cm2 (Supreme/Prince) or other ISI  approved 
including joining ,fitting and fixing wiyh clamps etc.as necessary complete  at all levels including 
below G.L as directed and specified. 

36.00 eacha) In exposed surfaces or in trenches (ii)110 mm dia

11 Making soak pit 2.5 m diameter 3.0 metre deep with 45 x 45 cm dry brick honey comb shaft with 
bricks and S.W. drain pipe 100 mm diameter, 1.8 m long complete as per standard design

1.00 each
With common burnt clay F.P.S. (non modular) bricks of class designation 7.5

10 Providing and fixing in position pre-cast R.C.C. manhole cover and frame of required shape and 
approved quality.Circular shape 450 mm internal diameter

2.00 each

9 Reinforced cement concrete work in walls (any thickness), including attached pilasters, 
buttresses, plinth and string courses, fillets, columns, pillars, piers, abutments, posts and struts 
etc. above plinth level up to floor five level, excluding cost of centering, shuttering, finishing and 
reinforcement

0.38 cum

1:1.5:3 (1 cement : 1.5 coarse sand incuding manufactured sand derived from Recycled Concrete 
Aggregate (RCA) upto 20% : 3 graded stone aggregate 20 mm nominal size Recycled Concrete 
Aggregate (RCA) upto 20%

8 Cement plaster skirting up to 30 cm height, with cement mortar 1:3 (1 cement : 3 coarse sand), 
finished with a floating coat of neat cement.

23.56 sqm



Sl. 
No. Qnty Unit Rate(in Rs.) Amount(in Rs.)

12.58 sqm

Name & Address of bidder: 

7 Centering and shuttering including strutting, propping etc. and removal of form for Lintels, 
beams, plinth beams, girders, bressumers and cantilevers 0.47 sqm

Suspended floors, roofs, landings, balconies and access platform

6 Steel reinforcement for R.C.C. work including straightening, cutting, bending, placing in 
position and binding all complete upto plinth level.

32.37 Kg Thermo-Mechanically Treated bars of grade Fe-500D or more

5 Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in 
foundation and plinth in

4.47 cumCement mortar 1:4 (1 cement : 4 coarse sand)

4 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.17 cum

 1:2:4 (1 cement : 2 coarse sand (zone-III) derived from natural sources : 4 graded stone 
aggregate 20 mm nominal size derived from natural sources)

3 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.76 cum

4.1.5 1:3:6 (1 Cement : 3 coarse sand (zone-III) derived from natural sources : 6 graded stone 
aggregate 20 mm nominal size derived from natural sources)

2 Dry brick on edge flooring in required pattern with bricks of class designation 7.5 on a bed of 
12 mm mud mortar, including filling joints with Jamuna sand, with common burnt clay non 
modular bricks. 5.04 sqm

1 Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means over 
areas (exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting 
out and disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by Engineer-
incharge.All kinds of soil 17.39 cum

Description of Item

BOQ-4

Name of Work: Construction of septic tank for RCC Type-VI  no.  01, 03 & 05 at  AEGCL Colony,  Kahilipara.



18 mm thick

Say=

Total=

Adding 18% GST=

Grand Total=

13 Supplying fitting & fixing 87.5 degree PVC bend of supreme/panel or other I.S.I approved.(i) 
110 mm dia…
.. 10.00 each

12 Supplying, fitting and fixing PVC pipes of 6 Kg/cm2 (Supreme/Prince) or other ISI  approved 
including joining ,fitting and fixing wiyh clamps etc.as necessary complete  at all levels 
including below G.L as directed and specified. 

45.00 eacha) In exposed surfaces or in trenches (ii)110 mm dia

11 Making soak pit 2.5 m diameter 3.0 metre deep with 45 x 45 cm dry brick honey comb shaft 
with bricks and S.W. drain pipe 100 mm diameter, 1.8 m long complete as per standard design

1.00 eachWith common burnt clay F.P.S. (non modular) bricks of class designation 7.5

10 Providing and fixing in position pre-cast R.C.C. manhole cover and frame of required shape 
and approved quality.Circular shape 450 mm internal diameter

2.00 each

9 Reinforced cement concrete work in walls (any thickness), including attached pilasters, 
buttresses, plinth and string courses, fillets, columns, pillars, piers, abutments, posts and struts 
etc. above plinth level up to floor five level, excluding cost of centering, shuttering, finishing 
and reinforcement

0.38 cum

1:1.5:3 (1 cement : 1.5 coarse sand incuding manufactured sand derived from Recycled 
Concrete Aggregate (RCA) upto 20% : 3 graded stone aggregate 20 mm nominal size Recycled 
Concrete Aggregate (RCA) upto 20%

8 Cement plaster skirting up to 30 cm height, with cement mortar 1:3 (1 cement : 3 coarse sand), 
finished with a floating coat of neat cement.

23.56 sqm



Sl. 
No.

Qnty Unit Rate(in Rs.) Amount(in Rs.)

12.58 sqm

7 Centering and shuttering including strutting, propping etc. and removal of form for Lintels, beams, 
plinth beams, girders, bressumers and cantilevers

0.47 sqm

Suspended floors, roofs, landings, balconies and access platform

6 Steel reinforcement for R.C.C. work including straightening, cutting, bending, placing in position 
and binding all complete upto plinth level.

32.37 Kg Thermo-Mechanically Treated bars of grade Fe-500D or more

5 Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in 
foundation and plinth in

4.47 cumCement mortar 1:4 (1 cement : 4 coarse sand)

4 Providing and laying in position cement concrete of specified grade excluding the cost of centering 
and shuttering - All work up to plinth level :

0.17 cum

 1:2:4 (1 cement : 2 coarse sand (zone-III) derived from natural sources : 4 graded stone aggregate 
20 mm nominal size derived from natural sources)

3 Providing and laying in position cement concrete of specified grade excluding the cost of centering 
and shuttering - All work up to plinth level :

0.76 cum

4.1.5 1:3:6 (1 Cement : 3 coarse sand (zone-III) derived from natural sources : 6 graded stone 
aggregate 20 mm nominal size derived from natural sources)

2 Dry brick on edge flooring in required pattern with bricks of class designation 7.5 on a bed of 12 
mm mud mortar, including filling joints with Jamuna sand, with common burnt clay non modular 
bricks. 5.04 sqm

BOQ-5

Name of Work: Construction of septic tank for RCC Type-VI  no.  02, 04 & 06 at  AEGCL Colony,  Kahilipara.

Name & Address of bidder: 

Description of Item

1 Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means over areas 
(exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting out and 
disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by Engineer-incharge.All 
kinds of soil 17.39 cum



18 mm thick

Total=

Adding 18% GST=

Grand Total=

Say=

13 Supplying fitting & fixing 87.5 degree PVC bend of supreme/panel or other I.S.I approved.(i) 110 
mm dia

10.00 each

12 Supplying, fitting and fixing PVC pipes of 6 Kg/cm2 (Supreme/Prince) or other ISI  approved 
including joining ,fitting and fixing wiyh clamps etc.as necessary complete  at all levels including 
below G.L as directed and specified. 

45.00 each
a) In exposed surfaces or in trenches (ii)110 mm dia

11 Making soak pit 2.5 m diameter 3.0 metre deep with 45 x 45 cm dry brick honey comb shaft with 
bricks and S.W. drain pipe 100 mm diameter, 1.8 m long complete as per standard design

1.00 each
With common burnt clay F.P.S. (non modular) bricks of class designation 7.5

10 Providing and fixing in position pre-cast R.C.C. manhole cover and frame of required shape and 
approved quality.Circular shape 450 mm internal diameter

2.00 each

9 Reinforced cement concrete work in walls (any thickness), including attached pilasters, buttresses, 
plinth and string courses, fillets, columns, pillars, piers, abutments, posts and struts etc. above plinth 
level up to floor five level, excluding cost of centering, shuttering, finishing and reinforcement

0.38 cum

1:1.5:3 (1 cement : 1.5 coarse sand incuding manufactured sand derived from Recycled Concrete 
Aggregate (RCA) upto 20% : 3 graded stone aggregate 20 mm nominal size Recycled Concrete 
Aggregate (RCA) upto 20%

8 Cement plaster skirting up to 30 cm height, with cement mortar 1:3 (1 cement : 3 coarse sand), 
finished with a floating coat of neat cement.

23.56 sqm



Sl. 
No. Qnty Unit Rate(in Rs.) Amount(in Rs.)

12.58 sqm
Suspended floors, roofs, landings, balconies and access platform

Kg Thermo-Mechanically Treated bars of grade Fe-500D or more

7 Centering and shuttering including strutting, propping etc. and removal of form for Lintels, beams, 
plinth beams, girders, bressumers and cantilevers

0.47 sqm

Cement mortar 1:4 (1 cement : 4 coarse sand)

6 Steel reinforcement for R.C.C. work including straightening, cutting, bending, placing in position 
and binding all complete upto plinth level.

32.37

 1:2:4 (1 cement : 2 coarse sand (zone-III) derived from natural sources : 4 graded stone aggregate 
20 mm nominal size derived from natural sources)

5 Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in 
foundation and plinth in

4.47 cum

4.1.5 1:3:6 (1 Cement : 3 coarse sand (zone-III) derived from natural sources : 6 graded stone 
aggregate 20 mm nominal size derived from natural sources)

4 Providing and laying in position cement concrete of specified grade excluding the cost of centering 
and shuttering - All work up to plinth level :

0.17 cum

3 Providing and laying in position cement concrete of specified grade excluding the cost of centering 
and shuttering - All work up to plinth level :

0.76 cum

2 Dry brick on edge flooring in required pattern with bricks of class designation 7.5 on a bed of 12 
mm mud mortar, including filling joints with Jamuna sand, with common burnt clay non modular 
bricks. 5.04 sqm

Description of Item

1 Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means over areas 
(exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting out and 
disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by Engineer-
incharge.All kinds of soil 17.39 cum

BOQ-6

Name of Work: Construction of septic tank for RCC Type-IV  no 17 to 22 at  AEGCL Colony,  Kahilipara.

Name & Address of bidder: 



18 mm thick

 (For 1 nos of septic tank)=

Total(For 3 nos of septic tank) =

Adding 18% GST=

Grand Total=

Say=

a) In exposed surfaces or in trenches (ii)110 mm dia

13 Supplying fitting & fixing 87.5 degree PVC bend of supreme/panel or other I.S.I approved.(i) 110 
mm dia…
.. 6.00 each

With common burnt clay F.P.S. (non modular) bricks of class designation 7.5

12 Supplying, fitting and fixing PVC pipes of 6 Kg/cm2 (Supreme/Prince) or other ISI  approved 
including joining ,fitting and fixing wiyh clamps etc.as necessary complete  at all levels including 
below G.L as directed and specified. 

30.00 each

each
11 Making soak pit 2.5 m diameter 3.0 metre deep with 45 x 45 cm dry brick honey comb shaft with 

bricks and S.W. drain pipe 100 mm diameter, 1.8 m long complete as per standard design

1.00 each

1:1.5:3 (1 cement : 1.5 coarse sand incuding manufactured sand derived from Recycled Concrete 
Aggregate (RCA) upto 20% : 3 graded stone aggregate 20 mm nominal size Recycled Concrete 
Aggregate (RCA) upto 20%

10 Providing and fixing in position pre-cast R.C.C. manhole cover and frame of required shape and 
approved quality.Circular shape 450 mm internal diameter

2.00

9 Reinforced cement concrete work in walls (any thickness), including attached pilasters, buttresses, 
plinth and string courses, fillets, columns, pillars, piers, abutments, posts and struts etc. above 
plinth level up to floor five level, excluding cost of centering, shuttering, finishing and 
reinforcement

0.38 cum

8 Cement plaster skirting up to 30 cm height, with cement mortar 1:3 (1 cement : 3 coarse sand), 
finished with a floating coat of neat cement.

23.56 sqm



Sl. 
No.

Qnty Unit Rate(in Rs.) Amount(in Rs.)

12.58 sqm

8 Centering and shuttering including strutting, propping etc. and removal of form for Lintels, 
beams, plinth beams, girders, bressumers and cantilevers

0.47 sqm

Suspended floors, roofs, landings, balconies and access platform

6 Steel reinforcement for R.C.C. work including straightening, cutting, bending, placing in 
position and binding all complete upto plinth level.

32.37 KgThermo-Mechanically Treated bars of grade Fe-500D or more

5 Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in 
foundation and plinth in

4.47 cumCement mortar 1:4 (1 cement : 4 coarse sand)

4 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.17 cum

 1:2:4 (1 cement : 2 coarse sand (zone-III) derived from natural sources : 4 graded stone 
aggregate 20 mm nominal size derived from natural sources)

3 Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level :

0.76 cum

1:3:6 (1 Cement : 3 coarse sand (zone-III) derived from natural sources : 6 graded stone 
aggregate 20 mm nominal size derived from natural sources)

2 Dry brick on edge flooring in required pattern with bricks of class designation 7.5 on a bed of 
12 mm mud mortar, including filling joints with Jamuna sand, with common burnt clay non 
modular bricks. 5.04 sqm

1 Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means over 
areas (exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting 
out and disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by Engineer-
incharge.All kinds of soil 17.39 cum

Description of Item

BOQ-7

Name of Work: Construction of septic tank for Barrack Hill Side 07 to 09 at AEGCL Colony,  Kahilipara.

Name & Address of bidder: 



 18 mm thick

2.00

Total=

Adding 18% GST=

Grand Total=

Say=

14 Supplying fitting & fixing 87.5 degree PVC bend of supreme/panel or other I.S.I approved.(i) 
110 mm dia…
.. 6.00 each

13 Supplying, fitting and fixing PVC pipes of 6 Kg/cm2 (Supreme/Prince) or other ISI  approved 
including joining ,fitting and fixing wiyh clamps etc.as necessary complete  at all levels 

30.00 eacha) In exposed surfaces or in trenches (ii)110 mm dia

12 Making soak pit 2.5 m diameter 3.0 metre deep with 45 x 45 cm dry brick honey comb shaft 
with bricks and S.W. drain pipe 100 mm diameter, 1.8 m long complete as per standard design

1.00 each
With common burnt clay F.P.S. (non modular) bricks of class designation 7.5

11 Providing and fixing in position pre-cast R.C.C. manhole cover and frame of required shape 
and approved quality.Circular shape 450 mm internal diameter

2.00 each

10 Reinforced cement concrete work in walls (any thickness), including attached pilasters, 
buttresses, plinth and string courses, fillets, columns, pillars, piers, abutments, posts and struts 
etc. above plinth level up to floor five level, excluding cost of centering, shuttering, finishing 
and reinforcement

0.38 cum

1:1.5:3 (1 cement : 1.5 coarse sand incuding manufactured sand derived from Recycled 
Concrete Aggregate (RCA) upto 20% : 3 graded stone aggregate 20 mm nominal size Recycled 
Concrete Aggregate (RCA) upto 20%

9 Cement plaster skirting up to 30 cm height, with cement mortar 1:3 (1 cement : 3 coarse sand), 
finished with a floating coat of neat cement.

23.56 sqm


