
Sl. No. Qnty Unit Rate Amount

4

88.32 Sqm.
5

31.61 Sqm

Total=

Adding 18% GST=

Grand Total=

Say=

Description of Item

BOQ

Name & Address of bidder: 

Hot finished welded type tubes

Steel work in built up tubular (round, square or rectangular hollow tubes etc.) trusses etc., including cutting, 
hoisting, fixing in position and applying a priming coat of approved steel primer, including welding and bolted 
with special shaped washers etc. complete.

 Lintels, beams, plinth beams, girders, bressumers and cantilevers 3.84 sqm

1:1.5:3 (1 cement : 1.5 coarse sand(zone-III) derived from natural sources : 3 graded stone aggregate 20
mm nominal size derived from natural sources)

2

Name of Work:- Providing PPGI sheet roofing for RCC type-V unit no 08 at Kahilipara AEGCL Colony.

1

689.90 Kg

Providing and fixing precoated galvanised iron profile sheets (size, shape and pitch of corrugation as 
approved by Engineer-in-charge) 0.50 mm (+ 0.05 %) total coated thickness with zinc coating 120 grams 
per sqm as per IS: 277, in 240 mpa steel grade, 5-7 microns epoxy primer on both side of the sheet and 
polyester top coat 15-18 microns. Sheet should have protective guard film of 25 microns minimum to avoid 
scratches during transportation and should be supplied in single length upto 12 metre or as desired by 
Engineerin-charge. The sheet shall be fixed using self drilling /self tapping screws of size (5.5x 55 mm) with 
EPDM seal, complete upto any pitch in horizontal/ vertical or curved surfaces, excluding the cost of purlins, 
rafters and trusses and including cutting to size and shapewherever required.

Centering and shuttering including strutting, propping etc. and removal of form for

3 Reinforced cement concrete work in walls (any thickness), including attached pilasters, buttresses, plinth 
and string courses, fillets, columns, pillars, piers, abutments, posts and struts etc. above plinth level up to 
floor five level, excluding cost of centering, shuttering, finishing and reinforcement :

0.19 cum

Finishing with Epoxy paint (two or more coats) at all locations prepared and applied as per manufacturer’s 
specifications including appropriate priming coat, preparation of surface, etc. complete.   On steel work 
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