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1. INCOMING AND OUTGONG FEEDERS OF 415V MAIN ACDB SHALL BE PROVIDED WITH VISUAL
& AUDIBLE ALARM ARRANGEMENT FOR TRIPPING.

2. ALL OUTGOING MCCBs SHALL BE OF CURRENT LIMITING TYPE & WITH SHORT CIRCUIT
BREAKING CAPACITY OF MINM. 40kA AT 415V.

3. ACBs SHALL BE PROVIDED WITH 'ON/OFF /TRIP/TRIP CIRCUIT HEALTHY/TEST/SERVICE /SPRING
CHARGED INDICATION LAMPS.

4. MCCBS RATED 250A AND ABOVE SHALL E PROVIDED WTH MICROPROCESSOR BASED
RELEASES FOR O/C, S/C & E/F PROTECTI

5. MCCBa RATED BELOW 250A SHALL BE mowum WITH THERMO-MAGNETIC TYPE RELEASES
FOR 0/C, S/C & E/F PROTECTION.

7. CONTROL SUPPLY FOR THE AR CRCUIT BREAKERS SHALL BE 220V DC.
8. PROTECTIVE RELAYS SHALL BE NUMERICAL TYPE HAVING IEC 61850 COMMUNICATION PROTOCOL.
8. ALL OUTGOING MCCBs SHALL BE PROVIDED WITH ON & OFF INDICATION LAMPS.

10. CABLE SIZES SHOWN ARE INDICATIVE AND SHALL BE FURTHER VERIFIED DURING LV CABLE
SIZNG CALCULATION.

11. THE DB SHALL COMPLY WITH THE TECHMICAL SPECIFICATION OF AEGCL.

12. THE DB SHALL BE METAL ENCLOSED, FLOOR STANDING, COMPARTMENTALIZED, DRAWOUT TYPE
FOR THE INCOMER AND FIXED TYPE FOR THE OUTGOING FEEDER MODULES.

13. CABLE ENTRY TO THE DB SHALL BE FROM THE BOTTOM.

14. THE DB SHALL HAVE ENCLOSURE PROTECTION CLASS OF NOT LESS THAN P 52

15. THE CONSTRUCTION OF THE DB SHALL BE SUCH THAT TEMPERATURE RISE AT NO PART OF
THE DB SHALL EXCEED THE LIMITS SPECIFED IN IS / IEC 60947.

16. THE PANEL PAINTING SHADE SHALL BE RAL 7032 (PEBBLE GREY).

17. THE BREAKER PANEL NEAR THE LV SIDE OF THE STATION SERVICE TRANSFORMER SHALL BE MOUNTED
ON OUTDOOR CABLE TRENCH. THE PANEL SHALL HAVE ENU.(]SURE PROTEC"I'ION CLASS OF IP55 AND
WTH A CANOPY ON TOP. CABLE ENTRY TO THE PANEL SHALL BE FROM BO!

18. BOTH CHANGEOVER AND RESTORATION OPERATION SHALL BE AUTOMATIC

19. ALL THE MFMs SHALL BE SAMAST COMPLIANT ABT METERS

THIS DRAWING IS FOR TENDER PURPOSE ONLY. ANY VARIATION
REQUIRED SHALL BE CARRIED OUT DURING DETAILED ENGINEERING
WITHOUT ANY COST IMPLICATION
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