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_ ASSAM ELECTRICITY GRID CORPORATIONLIMITED
Regd. Office: 1st Floor, Bijulee Bhawan, Paltan Bazar, Guwahati-781001
| | CIN:U40101AS$20035GC007238
Ph:-0361-2739520/Fax:-0361-2739513 Web: www.aegcl.co.in

TERMS, CONDITIONS AND TECHNICAL SPECIFICATIONS OF CONTRACT
 WITH ITEM RATE SCHEDULE

NIT No:-AEGCLIDGM/MIRZAT&T Tech-1212022/6 ; Dated:30/05/2022

Bidding Document
For

Construction of security booth at 132/33kV Matia GSS,AEGCL

DEPUTY GENERAL MANAGER
MIRZA T&T CIRCLE
“ AEGCL, MIRZA

Tender Fee:- 3500/
' ' EMD :- $10,000/-
DD/BC/FD/BG in favour of AEGCL payable at Guwahati.




For and on behalf of the Managing Director, Assam Electricity Grid Corporation Limited (AEGCL) the Deputy General Manager,
Mirza T&T Circle, AEGCL, Mirza-781125 invites tender from reputed Civil Engineering firm/Contractor for the aboue work. A single
'stage two envelope prooedure (Techno- Commercral and Price Bid} will be adopted for this tender.

1.0 INFORMATION TO BIDDER:
1.1 NAME OF WORK:- Construction of security booth at 132/33kV Matia GSS,AEGCL
1.2 LOCATIONOFWORK:- 13%VMaa GSS
1.3 TENDER ADDRESS:- Olo the Deputy General Manager, Mirza T&T Circle, AEGCL, Mirza 781125
1.4 BID SECURITY: Rs. 10,000/
1.5 TIME OF COMPLETICN: 90 days from the handover of site to contractor

2.0 BIDDINGPROGCEDURE:- : '
a) All tenders shall have to be submitted in prescribed forms attached herewith eventually tc be drawn up in the rufes of. AEGCL.
b} Two different envelopes to be used as follows.

Envolope-1: Bid document signed by bidder on all pages, Eamest Money, Techno— commercial data of the Bidder and ether

‘necessary documents must be enclosed.

Envolope-2: Price Bid ' : :
£) Al tenders shall have to be submitted under sealed & signed covers super-scribing the Tender Notice No and name of the Wwork
completely and clearly on the top of the cover.
d) Al tenders shall have to be submitted on or before the last date and time of submission of tenders either by. post or in person.
e) If Bidders desire to submit their Bid by post, at their own expenses, it should be posted well in advance so as to ensure that their
tenders reach the office of the tendering address on or before the specified date and time of submission of tender, AEGCL will not take
any responsibility for loss, damage, tempering or delay of tenders sent by post.
f) Bidder submitling Bid in person should submlt their Bid in the tender box dunng the worklng hours on the last date and time of
submission of tender.

g) Tender will be rejected if submitted beyond the aforesaid time and date.

h} Tenders or their authorized representatives may remain present during the opening of the tenders.
i) Only Price Bid of responsive Techno-Commercial Bidders will be opened.
j) AEGCL has the right to cancel the tender at any moment, without assigning any reason thereof, Bidder will not be entitled to claim
any expenses and AEGCL will not be responsible for any costs or expenses incurred on the preparation and submission of the Bids.
k) Bidders may obtain further information from the office of the Deputy General Manager, Mirza T&T Circle, AEGCL Mirza-781125 For
the purpese of preparation of their bid.

3.0 KEY DATES:
Date " Time
P} starting Date & Time for download of Bid Document | 0110612022 01.30PM
b) Bid Submission End Date & Time - (Offline) 2010612022 2.30PM
¢} [Techno-Commercial Bid Opening Date & Time. 20/06/2022 3.00PM
40 Validity of Bids . ' s

41 Bids shall remain valid for- the period of 180 days after the bid submission deadiine date prescrlbed by AEGCL. In
exceptional circumstances, prior to the expiration of the bid validity period, AEGCL may request Bidders to extend the period
of validity of their bids. The request and the responses shall be made in writing. If a bid security shall also be extended for a
corresponding period. Bidder may refuse the request without forfertlng its bid securrty A Brdder grantlng the request shall not be
required or permitted to modify its bid.

5.0 Bid Security:

5.1. Alt bids must be accompanied by a brd security amounting fo #10,000.00 only-in the form of Call DeposrttDemand '

Draﬂ.tBanker Cheque from any Nahonallzed Bank payabte at Guwahati in favour of the AEGCL

52 Scanned copy of the bid security must be submitted with the Technlcal Proposal. However, the Qriginat EMD document must'

be submitted in the O/o the Deputy General Manager, Mirza T&T Circle, AEGCL, Mirza 781125 one hour before opening of the bid. Bid
security shall have to be valid for 90 days beyond the vatrdrty of Bid. :

53, The bid securrty of the successful Bidder shall be returned as promp_tly as possible once the successful Bidder hats signed the

Contract and furnished the required performance security.

54. The bid security of unsuccessful Bidders shall be returned as prompt!y as possible after the successful bidder has: been
allotted the work.

5.5, The bid security may be forfeited:




a) if a Bidder withdraws its bid during the period of bid validity specified by the Bidder.

b) if the successful Bidder fails to sign the Contract agreement within 10 (ten} days from issue of the letter of intent/detailed
orders and fumishing performance security.

5.6. The Bid Security of a JV shall be in the name of the JY that submits the bld

6.0 Eligible Bidders

8.1. A Bidder may be a private entity or'a government-owned entity or any combination of such entities Wlth the intent fo
enter into an agreement supported by a letter of intent or under an existing agreement in the form of a joint venture, consortium, or
assodiation {JV). In the case of a JV:

a)  all pariners shall be jointly and severally liable, and

8.2, the JV shal nominate a Representative who shall have the authorily fo eonduct all business for and on behalf of any
and all the partners of the JV during the bidding process and, in the event the JV is awarded the Contract, during contract execution.

6.3. A Bidder, and alt partners constituting the Bidder, shall have Indian nationality. A Bidder shall be deemed fo have the
nationality of a country if the Bidder is a national or is constituted, incorporated, or registered and operates in ‘conformity with the
provisions of the laws of Republic Of India. This criterion shall also apply to the determination of the nationality of prepesed
subcontractors or suppliers for any part of the Contract including related services. S

6.4, AEGCL considers a conflict of interest to be a situation in which a party has interests that could improperly mﬂuence
that party's performance of official duties or responsibilities, contractual obligations, or compliance with applicable laws and
regulations, and that such conflict of interest may contribute to or constitute a prohibited practice under Anticorruption Policy of
Government of India and Govemment Of Assam. In" pursuance Anticorruption Policy's requirement that Employer as - well as
bidders, suppliers, and contractors observe the highest standard of ethics. AEGCL will take appropriate actions if it determmes that a
conflict of interest has fiawed the integrify of any procurement process.

Consequently all Bidders found to have a conflict of interest shall be disqualified. A Bidder may be considered 1o be in a conflict of
interest- with one or more parties in this bidding process if, including but not fimited to: :

(@) they have controlling partaers in common; or

(b). they teceive or have received any direct or indirect subsidy from any of them; or

{0). they have the same legal representative for purposes of this bid; or -

{d). they have a relationship with each other, directly or through common third parties, that puts them in a position to have access’

to information about or influence on the bid of ancther Bidder, or mﬂuence the decisions of the Employer regarding this bidding
process; or

(e). .a Bidder participates in more than one bld in this blddtng process. Participation by a Bidder in more than one Bid
will result in the disqualification of all Bids in which it is involved. However, this does not limit the inclusion of the same
subcontractor, not otherwise participating as a Bidder, in more than one bid; or :

(. a Bidder or any of its affiliates participated as a consultant in the preparation of the de3|gn or technical specifi catlons of
the plant and services that are the subject of the bid. :

6.5, _Afirm that is under a declaratlon of mellgtblllty by the AEGCL or any Government Entity or PSU at the date of the deadline for
bid submission or thereafter i.e. on or before contract signing date shall be disqualified.

6.6. Bidders shall provide such evidence of their continued eligibility satisfactory to the AEGCL, as the Employer shall
reasonably request. '

70 The Bidder must have expenence of executmg work of similar nature prevzously The bidder must submlt eiperlenoe and
completlon certificate for scrutiny by AEGCL. .

7.1 Aperson, Firm or any other prospective bidder who is involved in fraud unethical practices or barred from submitting . |

bids by AEGCL or any sister congcerns of AEGCL i.e. APDCL & APGCL will not be allowed to participate in the bids. If such
cases are detected after submlsswn of the bids, in later stages of the bidding process, then such bids will be rejected outright.

8.0 Fmanmal Capability:

8.1, Bidder will require to submit along with the bid the audited balanee sheets IT refurn and other legal financial statements
acceptable to AEGCL, for the fast 3 (three) years to demonstrate the current soundness of the Bidders financial position and its
prospective long term profitability. As a minimum, an Appltcant s net worth calculated as the difference between fotal assets and total
liabflities should be positive. : .

8.2 Average Annual Turnover. Minimum average annuat turnover required are as follows and will be calculated as total
certified payments received for contracts in progress or completed within the Iast3 (Three) Years.

{a) INR 1,20,000.00




| 9.0 Experience:

9.1 (a)Three similar works of afleast Rs. 1,60,000.00 each.
' : OR
(b)Two similar works of atleast Rs.2,00,000.00 each.
OR- : ,
{¢)One similar work of atleast Rs. 3,50,000.00.
(d) If Time Extension applied for any work if any, please state the reascn for delay.

9.2  The bidders who have already been awarded works from this end but not completed in time and also applied for time extension
for several times, they are not eligible for participating in this tender process. :

9.3. a. List of contracts for similar Works and services executed in the past three years with cbpies of LoAs and execution
status of aach contract supported by client’s certificate. : ‘

b. Audited Annual Accounts certified by CA of the company for the last three (3) years (in case of companies} or IT -
Return duly acknowledged by the tax department for the last three (3) years {in case of bidders other than companies)

" ¢. Copies of Professional Tax Clearance Certificate,PAN andfor TAN Card, Registration Certificate (Form GST REG - 06)
issued under Goods and Services Tax Laws. ' : ’

9.4. Mandatory Submission, failing of any may led to rejection of BID.

10.0 Evaluation Criteria:

104,  Techno-Commercial Evaluation will be done on the basis of Work experience and Financial Capability submitted by the bidder.
10.2.  Price Bid of only Responsive Techno-CommerciéI Bidders will be opened. | ) ' '

10.3.  Arithmetical Error, if observed while in Price Bid evaluation, same wi'II only be correcled.

1.0 Clarification

1.1, A prospective Bidder requiring any clarification of the Bidding Document shalt contact the AEGCL in writing at the
AEGCL's address indicated in the BDS or raise his enquiries prior to 3 (three) days of closing of the bid. The Employer will respond to -
any request for clarification, provided that such request is received no later than three (3) days prior to the deadline for
subrmission of bids. The AEGCL's response shall be in writing with copies to alt Bidders who have acquired the Bidding Document
including a description of the inquiry but without identifying its source. Should AEGCL deem it necessary to amend the .
Bidding Document as -a result of a request for clarification, it shall do so. : ' '

112.  The Bidder is advised to visit and examine the site where the work is to be Carried out and its surroundings and
obtain for itself on its own responsibility all information that may be necessary for preparing the bid and entering into a
contract for the provision of plant and services. The costs of visiting the site shall be at the Bidder's own expense.

11.3.  The Bidder and any of its personnel or agents will be granted permission by the Employer to enter upon its premises and
lands for the purpose of such visit, but only upon the express condition that the Bidder, its personnel, and agents will release and .
indemnify the Employer and ifs' personnel and agents from and against all liability in respect thereof, and wil be responsible
for death or personal injury, loss of or damage to property, and any other [oss, damage, costs, and expenses incurred as a

result of the inspection. ' '

120 Amendment of Bidding Document

121. At any time prior to the deadline for submission of bids, the Employer' may amend the Bidding Document by issuing - '
addenda. . _ _ L _

12.2. - Any addendum issued shall be part of the Bidding Document and shall ‘be communicated in writing to ak who have
obtained the Bidding Document from AEGCL. ' '

123, To give prospective Bidders reasonable time in which to take an addendum into account in preparing their bids, AEGCL may,
atits discretion, extend the deadline for the submission of bids.

130  Preparation of Bids By The Bidders:

13.1. Costof Bidding




“The Bidder shall bear all cosis associated with the preparation and submission of its Bid, and AEGCL shall not be responsible or
liable for those costs, regardiess of the conduct or cutcome of the bidding process.

13.2.  Language of Bid

The Bid, as well as al odrr_espondence and documents relating to the bid exchanged by the Bidder and AEGCL, shall be
written in the English and / or Assamese language. _ . ' ' :

133.  Bid Prices and Discounts

13.31. Unless otherwise' specified in the Bid Document andfor AEGCL's-Requirements, bidders shall quote for the entire plant
and services on a —single responsibilityl basis such that the total bid price covers all the Contractor's obligations mentioned in or
to be reasonably inferred from the bidding document in respect of the including procurement and subcontracting {if any), delivery,
construction, installation and completion of the Work. This includes all requirements under the Contractor's responsibilities for
compieting the work and where so requited by the bidding document, the acquisition of all permits, approvals and licenses, etc.; the
operation, maintenance and training services and such other items and services as may be specified in the Bidding Pocument, all
in accordance with the requirements of the General Conditions. ltems against which no price is entered by the Bidder will.not be paid
for by the Employer when executed and shall be deemed to be covered by the prices for other items. -

1332. Bidders are required to quote the price for the commiercial, contraciual and technical obligations oufiined in the -
bidding document. _ - : ' :

1333. GST, Royalty and all other taxes (as applicable) payable on the work should be shown separately. !
13.34. - Since the work is being “work contract’ which is one and individual and which involves no separate contract for the sale of
materials, the contractor shall have not be entitied to get any VAT and or-any other taxes, levies reimbursed from the AEGCL for the-
supply of the matetials. . ' : _ -

13.35. Taxes like wark contract, income tax etc. which need to be deducted at source as per the prevaling law of the land, will be
deducted at source. : . :

13.3.6 Bid Evaluation Process:

The foliowing methodology will be practiced for identification and treatment of the Abnomally Low Bids {ALB) in this tender
process of AEGCL: o
(a) Identification:For the identification of the Abnormally Low Bids, two approaches as applicable shall be adopted:

(i} Absolute Approach when there is fewer than five substantially responsive bidders and if the bid price is 20% ormore below
AEGCL's cost estimate then AEGCL's tender evaluation committee should clarify the Bid price with the bidder to determine whether
the Bid is abnormally low. : '

{ii} Relative Approach s a statical comparison method which will be applied when there are more than five nos. ofsubstantially
responsive bids. A potential ALB is identified where the Jow Bid is more than one standard deviation below the average of
substantially responsive bids received. ' R _ : j

In this approach first the Average bid price is determined and then by deducting the standard deviation from the average bid price, '
potentially ALB may be determined. ' '

(b} In case of ALB, the tender evaluation committee of the respective tenders shall undertake the following three stagereview
“ which are as follows: : : _

B

(i} Identify AL as per the stép mentioned _in Clause No.(a).{j) and 10.b).(iiy whichever is applicable.

{ji) Clarify and analyse the bidders resource inputs and pricing" including overheads, contingencies and profit nﬁargins. )
that respect commitiee may seek the reference of the guidelines of World Bank, AllB, ADB &tc. :

{iily Decide whether to accept or reject the tender.

~ Additional Performance Security in case of acceptance of ALB:
I any ahnormally low bid is accepted under point no. (b} (iil), after taking of additional performance security as per the assessment
of the committee, however the total performance security should not have to exceed 20% of the total contract value.

The additional patformance sécur'ily shall be treated as part ofthe original perfarmance security and shall be valid for a period
coextensive with the applicable defect liability peried of the contract, -

Non submission of the additional performance security shalt consfitute sufficient ground to rejection of the bid and simitar assessment
shall be initiated for the next ranked bidder identified as ALB. . ' e

13.3.7 The prices shall be FIXED & FIRM. _ _
The Bided Price should on Fixed Price basis, prices quoted by the Bidder shall be fixed during the Bidder's performance of the contract




and not subject to variation on any account. A bid submitted with an adjustable price quotation will be treated as non-responsive and
_reiected. _ : o :
140 Additional Requirements:

144, Detailed list of tools, plants, equipment's and machinery available with the tenderer along with their value (A copy of aﬁproved
assessor's certificate to be enclosed or affidavit). Preference will be given fo those Contractors who have the following machinery -
{0 Mixer Machine =1No and are in good & running condition (certificated from approved assessors or with affidavit)

142, Name, qualifications of the technical supervisors and staff under the employment of the tenderer and organization on hand and
proposed to be engaged for the subject wark (Authenticated by a Chartered Accountant or sworn through affidavit),

14.3.  Other faciliies available with the tenderer not covered hither to,

14.3.1.  Bidders(s) knowledge from actual personal investigation of the resources of the region or District (8) in which hefthey offers the
wark.- :

14.3.2. - Copy of Contract labour license. |

14.3.3.  The Bidder shall furnish copy of their PAN Card. The card must be in the name of firm, in case the tendereris a partnership
Firm. : '

14.34. In case the tenderer is a partnership Fim, the work experience, solvency and turn over shall be in the name of partnership
Firm enly, '

1435, GSTN certificate/ and valid labour ficense.

14.3.6. Registered Power of attorney, if any.

15.0 Negotiation with successful bidder;: .

The AEGCL reserve the right to hold negotiations with bidder who should be lowest, valid, efigible and technically acceptable tenderer

‘considered for award of contract directly if the rates were not unreasonably high. : '
16.0 .  Materials of Construction:

16.1. The Bidder should confirm that the materials of construction will be as blow: _ .

(a) Cement Dalmia, Lafarge, Ulira Tech, Ambuja or approved brand of manufacture as per specification confirming fo IS 269,

1970. {Cement grade to be specified as per the instance of work). The grade of cement shall not be less that M 20.

(b) Reinforcement bars conforming to relevant IS Code for RGC waorks, (TMT bar).

(c) Pricr approval from Engineer-in-charge or his authorized representatives shall have to be obtained for ufilization of
cement/steel brought to the site. T o

(d) - Purchased documents of cement/stee! shall have to be produced and kept in record in the contractor bill

(e} The cement/steet purchased from the authorised dealer of local market may be allowed to use after checking the quality.

{f Prior to construction BLOCK TEST is to be carried out and in case of any deviation from standard practice any work done wil |

rejected and the contractor will have to reconstruct at his / their cost and labour.

17.0 Cbntra_ct Agreement; ' . ' o : ,

174, An agreement shall have to be drawn on non judicial stamp of appropriate value with the Depértment by the selected

Contractor in AEGCL's General Conditions of Supply and Erection 2009 of contract within 10 (ten) days from the date of issue of the
- LOIWork Order, . : ' S

17.2.  Wherever there is any variation in between the conditions of the AEGCL's General Conditions of Supply and Erection 2009
and the above terms & conditions, this bid condiions will supersede the conditions of the AEGCL’s General Conditions of Supply and
Erection 2009. o

18.0 .-LiquidatedDamage:

The date of completion of work shall be deemed to be the essence of the contract and shall not be completed no later than the date
specified in the contract, In case of failure fo complete the work within the stipulated period AEGCL shalf be entitled to:

18.1.  Raecover an amount at the rate of 0.5% {Zero Point Five percent) of the Contract Price per week of delay, subject to maximum
of 10% (Ten percent} of the contract price as fiquidated damage to AEGCL.

However, the payment of liquidated damages shall not in any way relieve the Contractor from any of its dbligah‘ons to complete the
warks or from any other obligations and liabilities of the Contractor under the Contract. ' '

182, To complete the balance work giving notice to the Contractor/Firm and to recover any extra expenditure incurred thereby for
having to complete the work at a higher price at the risk and responsibility of the Contractor/Firm, ' S

183.  Contractual failure:- Refer clause No.27.1 of AEGCL's General Conditions of supply and erection 2009.




19.0 PERT Chart andfor BAR Chart;

The successful bidder within 10 {ten) days before the contract is awarded will make out a detalled PERT Chart covering all activities
along with detailed program chart on accepted scheme indicating various stages of execution, method of execution and completion of
work.in different stages keeping the period of completion in view and submit the same to the Engineer for the consideration -and
.approval, . , : . :

200 Site Facility _
201. - AEGCL wil not provide any accommodation at the work site for the oontractor'and their field personnel. The same have to be

arranged by the Bidder/Firm from their own. The contractor shalt provide Medical/Hygienic facilities to the personnel engaged by them.
The gquoted price shall be deemed to include charges for all site facilities for labour that are considered necessary for execution of the
work. Subject to availability of land the AEGCL may provide free site for labour camp, construction of yard etc close to site of work.

No assurance can be given regarding the vulnerability of AEGCL's land given for use to the Bidder fo flooding during high floods. The
AEGCL undertakes no responsibility or liability in this regard. o
The bidder shall make his own arangement for arranging power supply as may be required for work. The AEGCL may, however assists
in recommending his/their- application to the Electricity Supply Utility for the power supply on payment basis as per nor’m;; of the

Electricity Supply Utility.. : :

20.2.  No daim shall be entertained from the bidder for making his own arrangement for approach roads from outside PWD road to
the site and bidder will bear entire expenses :

21.0 Insurance:
The bidder shall arrange for any pay/cost of personnel accident insurance, medical treatment etc. in respect of their employees assigned
to the works for all ime and shall govern by Law of land, ' '

20  Warranty:

The term period of warranty shall mean the period of 60 months from the date of Takihg' Over of the Work by AEGCL. A Taking over
Certificate (TOC) will be issued by the appropriate authority.

230  Safety:

Each and every safety measures for MAN and MACHINE will be the sole responsibility of the Contractor without any prejudice.
Compensation claim if any will also be the responsibility of the contracter without any prejudice. As the contract is Turnkey in nature
hence AEGCL will not bear any responsibility towards such claim. .

24.0 Pollution:

Each and every measure should be taken to adhere to the standard norms to avert any oceasion of Air Pollution, Water PbHution, Soil
Pollution and Sound Pollution. (n case of any deviation leading to any legal action the Contractor will be solely responsible without any
prejudice. . o . o o

25.0 - Payment Terms:
A As per AEGCL Norms

260 Peﬁormance Security. Deposit: | ' o s

Further, Performance Guarantee of 10% of total contract value for of the project in the form of Bank Guarantee (BG) from a nationalized
or scheduled Bank of RBI for a period of 60 (sixty) months from the date of supply is o be submitted with acceptance of LOI and before
signing of the Contract Agreement. Moreover, before onte month (i.e. 30 days) of expiry of the BG, renewal is to be done by the
contractor if required, otherwise revocation would be done by AEGCL within claim period. BG is to be submitted strictly as per
prescribed format of the AEGCL. BG should remain valid up to 60 {sixty) days beyond warranty/ Performance Guarantee Period; Duly
pledged in favour of the MD AEGCL, and such security deposit shall be valid up to 30 days beyond the warranty period of 12 (twelve)
months.

26.1. Please note that, if the'selected Bidder / Firm fails to furnish the requisite performance security as stated above and sign the
contract within the stipulated period, LOlwork order issued in favour of the Bidder/ Firm will automatically be Nult & void., '

26.2.  Ifthe 'bidder firm fails or neglects to observe and perfom any of his obligations under the contract, Purchaser (AEGCL} shall
have the right to forfeit either in fuII: or in part at his absolute discretion, the security deposit furnished by the Contractor/Firm.

26.3. - Nointerest shall be payable on such deposils.

270  Retention Money:

27.1. In addition to above performance security. deposit, '1(}% .-value of each progressive bill wil be retained by the
Engineer/Purchaser as Retention. Money. The amount will be held by the Purchaser (AEGCL} till the work under the contract is
completed and the completion certificata is issued in pursuance to clause 25.0 of AEGCL's General Conditions of Supply and Erection .
2009. ' C : ' '




27.2.  If the Firm/Bidder fails or neglects to observe and perform any of his obligations under the contract, the Purchaser (AEGCL)
shall have the right to forfeit either in full or in part at his absolute discretion, the security deposit furnished by the supplier/contractor.

27.3.  Nointerest shall be payable on such deposit.

28.0 Force Majeure Condition;

Force Majeure condition shall be considered as any clrcumstances beyond reasonable contro! of the party claiming relief, including but
not limited to strikes, lockout, civil commotion, riot insurrection, hostilities, mobilization, war, fire, flood, earthquake, malicious damage or
-+ accidents could entitle contractor to extension time. Any such delay should intimated within 10 (ten) days from the beginning of such
delay fo consider/approved, any claim without prior information may not be considered under force Majeure. :

1200 Settlement of Dispute and Arbitration:

Any dispute arising out of the contract will be first settled bilaterally between AEGCL and Confractor. In case, dispute cannot be setted
hitaterally, it will be referred to arbitration to be by an arbitrator appointed by AEGCL. The contractor shall not stop the work during
settiement of any dispute. Al disputes shall be subjected to the jurisdiction of District Court of Kamrup District. -

30.0 Scope of Work:The scope of work under this contract consists of providing of all labours, maten'als.' scéffolding, equipment
and plants and transportation of all incidental items niot shown or specified but reasonably implied or necessary for the proper completion
of wark, The scope of work covered by this specification is primarily complete civil works. : ' '

30.1.  Excavation for Structures: :

30.1.1.  Pits trenches for foundation and trenches and other structures shall be faken out to the levels and dimensions shown on the -

approved drawings or to such other levels and dimensions as the Engineer-in-charge may direct. The bottom of all excavations shall be
carefully levelled and stopped on benches as directed by the Engineer. Any pocket of soft or loose materials and fissures in the bottom
pits and trenches shall be removed and the cavities so formed filled or grouted with concrete as directed by Engineer-in-charge. When

any excavation hias been done and trimmed to the required levels and dimensions, the Engineer-in-charge shall be informed accordingly -

so that he may inspect the complete pit or trenich and no excavation shall be filed in and covered with concrete until it has been
inspected and the contractor has been authorized to proceed with work. Al surplus excavation not required for refilling shall be deposited
in embankments, or otherwise disposed off as directed. The work shall include all necessary sheeting, shoring, bracing, drawing and
pumping out waier, removal of all legs, stumps, grabs and other deleterious matters, obstructions, necessary for placing the foundations.

30.1.2. When required by the Engineer-incharge, materials in the last 500mm of depth of the excavations shall not be removed until
Immediately before the concrete is lo be placed. ' - _

30.1.3.  All excavation for structures shail generally be as small as practicable, consistent with the proper construction of work, Any .

excavation taken out to a greater depth than that required shall be back filied with concrete of the foundation grade at the cost of the
contractor. : ' : ' :

30.1.4. Where water is met with during excavation due to stream flow, seepage, sorings, rain or other reasons, the contractor shall
take adequate measures such as bailing, pumping, constructing diversion channel, drainage channel, ponds and other necessary works
to keep the foundation trenches dry and other necessary and to protect the green concrete against damage by eruption or sudden rising
of water level. Approval of the Engineer-in-charge to any method adopted for the adequacy of dewatering and protection arrangements
and for the sound safety of the work shall be required. : ' ' '

30.1.5.  Refilling of foundation pits and trenches shall be carried out only after the foundation and structure works within the excavation
have been inspected and approved by the Engineer-in-charge. Unless otherwise directed by the Engineer-in-charge all fillings shall
consists of approved materials. All space between foundation concrete and the sides of excavation shall be refilled to the original surface
using approved plant, in single layers not exceeding 250mm lcose thickness which shall be watered and completed to a dry density not
less than that of the adjoining soil strata. Timber sheeting and other excavation support shall be carefully removed as the filing proceeds
but the removal of such supports will not relieve the contractor of his responsibility for the stability of the works,

30.1.6.  Test Block will is to be submitted by the contractor for Testing. Testing fees will be deducted from the subsequent Invoice of
the Contractor. In case of failure of Test Block during the Test. The work carried out will be rejected and contractor will have to
reconstruct at his / their cost and labour without any prejudice, o '

30.2. Form Work;

The term form work includes all temporary or perrhanenl form essential for forming the concrete, together with all temporary construction
props, bracings required for the support. :

30.2.1. . Forms for concrete shail be made of sither metal or imber suitably lined and of substantial and rigid construction true to shape,
alignment and dimensions as shown ort the approved drawings. : S

30.2.2. Forms shali be mortar tight and shalf be made sufficiency rigid by the use of ties and bracings to prevent any diéplacemént’, '

deflection or movement of any kind. They shall be strong enough to withstand of the construction, all pressure, ramming and vibration,
movement of persons, materials and plant.during and after placing the concrete, Special measures shall be taken to ensure that the form
work does not hinder the shrinkage of concrete because without this cracking coutd occur before the form work is removed.

+30.23.  When the Firms are ready for commencing concreting, the contractor shall inform the Engineer-in-charge or his representative -

to inspect and accept the forms as to their strength, alignment and general fitness. Being satisfied with the form work Enginesr-in-charge
then may allow the contractor for pouring concrete but safety of men, machinery, materials and for resuit obtained.




303 Workability of Concrete:

‘mass concrete in RCC works where vibrations are used the slumps shall be within 10mm 1o 25mm. the frequency of such tests and the
natures of slumps shall be maintained within the limits specified by the Engineer-in-charge, The Engineer-in-charge also reserves the
right to carry out slump tests independently at his own discretion. .

(i) Cement shall have o be weighed from bulk stocks at site and not by bags, it shall be weighed separately from the aggregates.

{ii} Water shall either be meésured by volume in calibrated buckets or weighed. All necessary equipment shall be méintafned ina
clean and serviceable condition. Their accuracy shalt be periodically checked. '

(iiiy "To maintain the specified water cement ratie constant and at its comrect value, moisture contents in both fine and coarse
aggregates shall be determined with reference to [S: 2386 (Part-lil) and amount of mixing water shall then be adjusted suitably.

30.34.  Mixing Concrete:

0] All concrete shall be mixed at site in a drum type mechanical mixer in first class working condition. Mixing shall be
continued filt materials are uniformly distributed and an uniform colour of the entire mass is obtained and each individual particle of the
coarse aggregate shows complete coating of cement mortar. The mixing shall in no case be less than 2 minutes after all the ingredients
have been put into the mixer, _ ' -_

() Mixer which has been out of use for more than 30 minutes shall be thoroughly cleaned before putting in a new batch.
Mixing plant shail be thoroughly cleaned before and after use, A standby mixing plan equivalent to that in use shall be provided and
maintained ready for immediate use during any break down. :

30.3.2. Construction Joints: .

{i) AJIbon_s‘tructfon‘ foints horizontal or vertical shall be at predetermined position according to approved drawing or as directed by
the Enginesr-in-charge, Prior to commencement of fresh concreting over any construction joint which has set byt hardened, the removal

of laitance and roughening shall be done by wire brushing and washing and care shaﬂlbe taken to avoid dis’lodger_nent of coarse

aggregates.

(ii) At construction joints where the concrete has hard, any skin or laitance shall be thoroughly hacked, swept cleaned and
washed with clean fresh water. The surplus water shall be removed immediately before depositing fresh, concrete. The neat cement,
grout shall be followed by 13mm thick fayer of cement mortar of same proportion as in concrete and the concreting resumed immediately

thereafter, The first batch of fresh concrete shall be forced hard on to the mortar layer and the set faces, angles and cormers by means of -

compacting tools, vibrators etc. and the damping effect on vibration in such position shall be allowed for.

(iii) Construction joints shall be avoided as far as possible in case of structure, especially at tensile zones. Where unavoidable,
concreting shall be carried out
However, in alf cases, the position of construction joints shall be predetermined arid got approved by the Engineer-in-charge,

30.3.3. Réinforcements:

(i} Al reinforcement shall be cleaned thoroughly by removing loose scales, oil, grease or other deleterious. materials. The conkractor
n-char i

shall obtain the approval of the Engineer-i

arge or his representative fo the reinforcement when fixed in position before any concrete
Is deposited in the forms. -

)] Bars shall be bent cold or straightened in a manner to the satisfaction of the Engineer-in-charge or his representative, Bars bent

during transport or handing shall be straightened before using on work. They shall not be heated to facilities bending. Welding shall be
done as per laiest IS Code of practice, . : '

iy Placing and mainienance of reinforcement in postion.

a) Al reinforcement bars shall be cut and standard hooks for MS rounds made at énds and accurately placed in position as shown
on the approved drawings and shail be securely held in position before and during concreting by annealed binding wires used for binding
the reinforcement shall be approved quality soft annealed iron wire not less than 1 mm {18SWG) size, conforming to 18:280.

b} Asfaras possible, bars of:full length shall be used. Where bars are required or permitted fo be lepped by the Engineer-in-charge,
or his representafive, the over {aps shall be staggered for different bars and located at points, along the span where neither nor bending
Moment is maximum. The concrete measured over the reinforcing bars shall be in actordance with the approved drawings.

30.34. Weep Holes:

{i} Sufficient Nos of weep holes including provision of Asbestos pipes (in the weep hole portion only) in abutments, wing and
return walls is to be provided as directed by the Engineer-in-charge with contractors own labour, materials etc. No extra payments will be

admissible for provision of the weep holes in RCC/Brick compeund boundary wall and no deduction from quantity of concrete/Brick work
shall be made for weep holes. ' o

.4 Brick Masonry

Brick work in cement mortar with 1st class brick including racking out joints and dewatering if necessary,
in sub-strizcture up to plinth level. : :

Al works cited above shall be performed in conformity with the standard technical specifications in accordance with thg drawing

and curing complete as directeqd

onfinuously up to such joints which shall preferably to transverse to the line of main compression, _




approved and release for construction by the employer during the course of work.
31.5 Additional Works If Any:. ' '

The bidder shall, when order in writing by the concerned authority, perform extra work and furnish exira materials not required by the
_ invitation or included in the ‘Bill of quantities’, but forming an inseparable part of the work concemed. For extra work and materials wil
ordinarily be paid for the lump sum or unit price/rates stated in the order. Whenever in the judgment of the concerned authority, it is
impracticable, because of the nature of the work or for any other reason to otherwise fixed the price/rate in order, the extra work and
materials shall be paid for on the basis or actual necessary cost plus overhead and profit allowances as indicated hereunder.

The actual necessary cost will include:-

(a) Market value of the materials utilized in the axfra work, excluding taxes and dufies, if any. Taxes wilt be deait separately.

(b) Actual cost of handling and transportation of materials, wherever applicable,

() Direct labour charges. '

(d) A reasonable allowances for the use of contractors plants and equipment, where required.

(e} The actual charges of facility like electricity etc. where required.

® Further overhead and supervision charges will be allowed @ 10% on the sum of (a} to (e} and a profit will be aliowed @ 10%

on the sum of () to (g}. In-case any materials or a part is furnished by the department no overhead and profit will be allowed on the
value of such materiais or parts.

31,6 Plea of Custom:;

I

(a) The plea of “Custom” prevallmg will net on any account be permitted as an excuse for infringement of any of the conditions of
contract or specifications. .
(h) The contract shall not be vmated by any inadvertent omissions of any kind in the surveys, information, specifications,

drawings or schedule of quantities.

31.0 Final Acceptance and Taking Over:

When the term of contract shall be fully complied with completing all works as per approved drawing and technical specifications fo the
safisfaction of the Department for a period as applicable, the Contractor/Firm shalfl have fo submit completion ceriificate to the office of
the undersigned after the satisfactory completion of the work through the executing authority for finalization of the wark/payment as well
as for the final acceptance and taking over the compleled work and io issue the necassary certificate thereof.

33.0 Performance Guarantee / Defect Liability Period:

The materials and entire construction/work is to be guaranteed-against defective design, materials and workmanshlp and for satisfactory
performance for a period of 365 days from the date of final acceptance of the completed work.

34.0 Right to Reject:

- The AEGCL reserves the right to reject any or all the bids without assigning any reason thereof and the AEGCL further reserves the right
to split up the work order in favour of more than one Contractor. The AEGCL also reserves the right to reject the lowest or any other
price without assigning any reason The clauses which are not appearing in this document (bid) will be as per The General Condition of
Supply and Erection 2009 of AEGCL.. The General Condition of Supply and Erection 2009 of AEGCL is available in the AEGCL's website
www.aegel.co.in under Acts, Rules and Policies.




Appendix-1

COVERING LETTER {ON THE BIDDERS LETTER HEAD)

To,

The Depuly General Manager, Mirza T&T Circle, AEGCL, Mirza '

Sub: - Submission of Tender.

Ref:-
1. NiT No:-
2. Name of work:-
3
air,

Having examined the terms & conditions, technical specifications, detailed items of work etc. as well as aod,uainting
myse'.ﬁourse'.ves'wim site of work , surroundings to get the required materials etc. | amiwe are to submit herewith piyfour
tender for the ahove me_nt'loned work. Myfour rates are quoted as per the specification Jaid down in the schedule of items
of work. '

I\We clearly understand that all matenials, fools and plants, machineries, labours, testing' of .materiél, storage

haulage etc. required n the work shall have to be arranged by mefus from myfour OWn resources in the events of
allotment of the work to me/us.

IWe also clearly understand that in the event of acceptance/approved of mylour tender, the work shall have to
be executed strictly as per specifications and the same shall have to be completed in all respects within the stipulated

ime failing which |, amfwe are liable to bé penalized as per rules laid down in tender document as well as agreement
thereof, : : T ,




Appendix-2
: o PROFILE OF THE BIDDER '
Hard copy of the following documents to be submitted with Techno-Commercial Bid.

TSI. Particulars To be filled by Bidder
No. |
a) | Name of the Bidder : -
b) | Registration with Memorandum of Association -
¢} | PAN -
d) | GST Registration number -
g) | Labour License registration .
f) | 'ncome Tax Clearance Certificate -
g} | Dateof Establishment/ incosporation -
h) | EPF _
i | Annual tumover of last 3 years
j) | Work order of similar nature
k) | Postal Address -
House No. -
Lane -
Street -
Town/Village -
Post Cffice -
P.S. -
District -
Pincode -
) | Telephone Number -
Mobile No. -
E-Mail Address -
Website -
m) | Name(s) of the Owners / Directors/Partners -
n) | Name of the Banker with Address and Telephone -
Number
o) | Contact Person Details Name:-
(Furnish here name of that person with whom Designation=
AEGCL may get in fouch for more information -| MobileNumber:-
or clarifications) EmailAddress:-




